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OBJETIVOS METODOLOGIA

Cstudio del pwofocolo de [ |
comunicaciones CAN-BUS Estudio del CAN-BUS

Tratamiento  de imcormadé“ en el Adap’cacién de las Bases de datos - GMLAN
CAN-BUS a travdés del soth)are

Vehicle Spy

Creacion comunicacion Aplicacic’m—Hanware—Vehicu[o

Crear herramientas de monitorizacidn,

andlisis y cliagnosis del CAN-BUS lectura de resultados

Establecer procesos de ’rv*abajo segv’m
° / ° o
las nuevas l/\ewamienfas Sesion dla OSIS

FOV‘W\GV‘ al PGV‘SOV\OI c,e Opel 20!’*09020

en el uso de estas herramientas y |
N SO]CH/\)OW‘G /

Redacciéon de la documentaciéon

RESULTADOS

j Readout_Meriva_2014616_102923_WO0OLSHOES3E4196532: Bloc de

CAN-BUS Diagnostics (Meriva) @—;}r| e

DATE ===> 16/6,/2014 10:29:23

r Read Standard BCM DIDs - READOUT Save DTC Codes ——— VIN Info (WOLSHOES3IE4196532)
Position 1-6(WOLSH3) = Opel Meriwva Cosmo

— v e L ot Ll (3 i position 7 (E) = Airbags- Driver & Passenger- Front, Front Seat Side, Roof sSide
Description e I @  StartReadout | | @ Save DTC Codes position 8 (s) = LvL (B16DTH 99KwW)
Vehicle ID Number (VIN) | WOLSHPEM7E4219294 Position 10 CE) = MY 2014

BCM Base Model PN 1345938400 Position 11 (4) = Zar‘agoza (Spar‘l‘ier‘l)
se Mode r Execute Commands r BUS Traffic ECU’'s LS
BCM End Model PN 13459384NI

. . 5 —=pm Ox641 40 BCM Body Control Module
AR 13459552 FG Switch on High Beumlumpsl Switch on Interior Light HSCAN MSCAN [SCAN CECAN

Ox644 80 Radio Rad'iq (S'i'!ver‘box} /S Chime Module (without Radio)
- Switch off High Beam lamps Switch off Interior Light Ox647 58 SDM Sensing Diagnostic Module
BCM Architecture Cal 134481 437G | | i | Oxed4c @0 IPC Instrument Panel Cluster

BCM Chassis Cal 13380083.CD Active Front Wiper 0Ox651 99 ECC Electronic Climate Control
BCM EPM Cal 13380082.CD 5 Ox653 75 TIM Trailer Interface Module
Stop,Front Wiper 0x659 BB UPA universal Park Assist
BCM HM Interface Cal 13380080.CD Downward driver window | Downward all windows | 0x65d A9 HVSM_F Heated vented Seat Module_Front
BCM Lighting Ext Auto Cal 13380081.CD - - - -
BCMgL' h‘? — 1398162648 Upward driver window | Upward all windows | Ise0s% Jos7% Jes39% [30.03% Ox7e8 11 ECM Engine control mModule
'ghting Man - 0x641 40 BCM Body Control mModule
BCM Lighting Int Cal 13328015.AC - Live Data 0Ox642 31 VES_EPS var. Effort steering-electr. Power Steering
SCM PPEl Cal ) o Ox643 28 EBCM Electronic Brake Control Module . .
: fre P 0x649 72 AHL_AFL Autom. Headlamp Lev. Adv. Forward Lighting

BCM Security = = Odometer oKm 0x654 2B EPE Electronic Park Brake
BCM Boot PN . 22 Tire Left Front 1020.0 kPaG Fued Level

BCM Database Level Tire L r 1020.0kPaG -
Ox643 28 EBCM Electronic Brake Control Module

Ox647 58 SDM sensing Diagnostic Module (with IMu)
Ox64a 34 SAS Steering angle Sensor

A = y r Battery Levels
Write Standard DIDs e ress y HS ECU (0x641,/40)

BaitenVeiage 1270V . ECU Name Body control module
Ba BCM SwW_Version: GM11BC14_PO6. 07

frery Charg zed BCM Hw_version: 06.8B // 17.04.2
Battery Temperature qcC BCM BOOT-SW: 28365918G4B

Ventana Gréfica

VIN

CONCLUSIONES

® Se ha creado una sesidn que analiza la infov*macién de las

unidades de control de vehiculo, realizando un infov*w\e, donde se

engloban todos los datos v*equev*iclos: «el ADN del vehiculos.

& Para mejorar la comprension de las comunicaciones, se ha

anadido a la ventana 9wdfica, infov*macién sobre las tramas de

comunicacidn, lo que permite una visualizacidon de la

comunicacidn de variables en Hempo real y las acciones

ov*clenac’as al COle\e.

Esta aplicacic’m esta ya configurac’a y fmncionanclo a pleno

A rendimiento en la planta de Opel Espaia.




